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HIGH VOLTAGE

72.5 kV to 800 kV

Current Transformers (CTs)

Extended Range CTs (ERCT)

Voltage Transformers (VTs)

Combined Current and Voltage Transformers (CT/VT)
DC Current Transformers

Capacitor Voltage Transformers (CVTs)

Coupling Capacitors (CC)

Power Voltage Transformers (PVTs)

> For metering and protection

> Paper-oil insulation

> Porcelain or composite insulator

> Hermetic seal by metallic diaphragm assembly
> Partial discharges less than 10 pC up to 1.2 Vn
> Design verified by extensive field experience

> Seismic design available

> Maintenance free
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SF, DESIGNS

72.5 kV to 550 kV

Current Transformers (CTs)
Voltage Transformers (VTs)
Combined Current and Voltage Transformers (CT/VT)

> For metering and protection

> SF, insulation

> Outer insulation provided by composite bushing
of single-mold process.

> Non-aging insulation system.

> Production in dust-free room

Additionally we supply VTs and CTs for GIS.

MEDIUM VOLTAGE

15 kV to 69 kV

Current Transformers (CTs),
Voltage Transformers (VTs)
Combined Metering Units (CT/VT)

QLIRLICFIST
> Outdoor and indoor use

> Constructed with Cycloaliphatic Epoxy Resin

> Excellent outdoor weather-withstand and UV
resistance

> High mechanical strength

> Partial discharge test for every unit

> Available with MV extended range CT rating

> Extended thermal stability

LOW VOLTAGE

Up to 1,200 Volts
Current and Voltage Transformers (CT/VT)

> Bushings type CTs

> For metering and
protection

> Outdoor use and
protected environments.

> From 0.01 to 50,000 A,
from 10 to 1,200 V

LINE TUNERS

Single frequency
Double frequency
Band-pass
High-pass

Complementary to our CVT’s and line traps. Provides
efficient means to couple power line carrier (PLC)
signals onto high voltage transmission lines and power
cables.



LINE TRAPS

Up to 800 kV

Up to 5,000 A
Frequency Range: 30-500 kHz

> High short-circuit withstand capability

> Mounting flexibility: vertical, horizontal or suspension
> Extremely reliable tuning devices

> Self-resonance frequency greater than 500 kHz

> Fixed or adjustable tuning devices

> Excellent cooling capabilities

> Maintenance free

AIR CORE REACTORS

72.5 kV, BIL: 350 kVp (shunt)
300 kV, BIL: 1,350 kVp (series)
Up to 5,000 A
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North America Customer Contact Center
US Tel: +1 888 AREVA TD (273-8283)
customer.care@areva-td.com

www.areva-td.com

Current limiting

Neutral grounding

Smoothing

Harmonic filters

Shunt (compensation)

SvC

Damping (inrush of capacitor banks)
Arc furnace

> High mechanical strength to withstand
elevated short-circuit forces
> Conservative temperature rise
for extended service life i
> Customized space-saving i
solutions for installations in o
compact areas !
> Maintenance free and
environmentally friendly -

The AREVA T&D company is the world-wide authority and specialist
for solutions at the interface between electrical energy and measuring
technology.

If you need precise information about electrical parameters for measuring,
protection and metering, AREVA T&D is your partner.

AREVA T&D Inc

Ritz High Instrument Transformers
One Ritz Avenue

Waynesboro, Ga. 30830

Tel. : (706) 554-8800

Fax: (706) 554-8808
usitrinfo@areva-td.com
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Our policy is one of continuous development. Accordingly the design of our products may change at any time. Whilst every effort is made to produce up to date literature, this brochure should only be regarded as a guide and is intended for information

purposes only. Its contents do not constitute an offer for sale or advise on the application of any product referred to in it. We cannot be held responsible for any reliance on any decisions taken on its contents without specific advice.





